
Mini 3000 Ophthalmoscope
Item#: 910.0502.46
Shipping Weight: 2 lbs.

Benefits: 
Precision Heine optics, and a full range of features at a “mini” price. 

Features: 
• Rubber brow rest protects users glasses and helps steady instrument. 
• Illuminated lens display for ease of reading diopter selection.
• 2.5v Heine XHL halogen bulb provides bright shadow-free light with
	 ideal color temperature for fundus examination.
• Clip-switch handle, automatically turns unit off when 
	 clipped back into pocket.
• Five apertures to accommodate all types of primary exams: large spot, 
	 small spot, fixation star, hemi-spot and red-free filter.
• Durable polycarbonate construction, black color.

Complementary Products: 910.0502.47 Mini Otoscope this page; 
910.0502.51 Replacement bulb for Mini 3000 Ophthalmoscope 
(not shown).

{910.0502.46}

{910.0502.47}

Woods/Exam Hand-Held Light with Magnifier
Item#: 913.2004.00 
Shipping Weight: 4 lbs.

Benefits: 
Do your routine examinations and check for fungal conditions with 
one light. 

Features: 
• Two-4 watt white fluorescent lights (4100˚K) for routine examinations.
• Two-4 watt UV fluorescent lights for fungal examinations.
• 2x magnification, ground glass lens.

Clip Light
Item#: 910.0500.37
Shipping Weight: 1 lb.

Benefits: 
The Heine Cliplight® is a professional quality 
examination light.

Features: 
• Bright, white light.
• Molded finger rest for secure handling.  
• Durable metal housing.
• Clip-switch automatically turns unit off when 
	 clipped back into pocket.

{910.0500.37}

{913.2004.00}
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Mini 3000 Otoscope
Item#: 910.0502.47
Shipping Weight: 2 lbs.

Benefits:
The companion to the Mini Ophthalmoscope and 
an excellent value. 

Features: 
• Swiveling, 3x magnification viewing window. 
• Very bright white light from the XHL Xenon Heine bulb. 
• Slotted cone locks specula firmly in place.
• Clip-switch handle, automatically turns unit off when 
	 clipped back into pocket.
• Durable polycarbonate construction, black color.

Complementary Products: 910.0502.46 Mini 
Ophthalmoscope this page; 910.0502.50 Replacement 
bulb for Mini 3000 Otoscope (not shown); 910.0500.87 
Disposable Specula 2.5 mm, page 17; 910.0500.88 
Disposable specula 4 mm, page 17.



Beta 100 Otoscope, Head Only
Item#: 910.0501.24
Shipping Weight: 1 lb.

Benefits: 
Exceptional Heine quality with an all metal housing and direct 
illumination. 

Features: 
• XHL Xenon Halogen Technology for bright,white light. 
• Non-scratch viewing window with 3x magnification.  
• Permanent insufflation port for pneumatic otoscopy.

Complementary Products: 910.0501.76 Specula Adapter this 
page; 910.0501.23 Specula Set, 4, 6 & 9 mm opposite page; 
910.0500.14 Beta R Plug-In Rechargeable Handle, page 18; 
910.0500.58 Beta NT Rechargeable Handle for NT 200 well 
charger, page 18; 910.0500.49 Replacement bulb for Beta 100 
Otoscope (not shown).

Specula Adaptor for Beta 100 Otoscope
Item#: 910.0501.76
Shipping Weight: 0.5 lbs.
Benefits: 
Adaptor fits on the Beta 100 Otoscope and allows for the use 
of the reusable Vet. Specula Set 910.0501.23 opposite page.

Diagnostic Set, Mini 3000 Otoscope/
Ophthalmoscope Set
Item#: 910.0502.07
Shipping Weight: 5 lbs.

Features: 
•	One Mini 3000 Otoscope and one Mini 3000 		
	 Ophthalmoscope
• Four reusable short specula.  
• Ten disposable short specula.
• Hard carry/storage case holds entire set.

Complementary Products: 910.0501.23 Specula 
Set, 4, 6 & 9 mm opposite page.

K 180 Ophthalmoscope, Head Only
Item#: 910.0500.59
Shipping Weight: 1 lb.

Benefits: 
The K180 Ophthalmoscope is fully featured at an 
economical price. 

Features: 
• XHL Xenon Halogen Technology for bright, white light. 
• Ergonomic design. Soft rubber curved rest fits orbita 		
	 comfortably.  
• Five aperture selections; slit, cobalt blue, large spot, small 		
	 spot and red-free filter.
• 28 diopter selections from –35D to +40D.

Complementary Products: 910.0500.14 Beta R Plug-In 
Rechargeable Handle, page 18; 910.0500.58 Beta NT 
Rechargeable Handle for NT 200 Well Charger, page 18; 
910.0500.18 Replacement Bulb for K180 Ophthalmoscope 
(not shown).

{910.0502.07}

{910.0501.76}

{910.0500.59} {910.0500.59}

{910.0501.24}
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Beta 200 Fiber Optic Otoscope, Head Only
Item#: 910.0501.22
Shipping Weight: 1 lb.
Benefits: 
Viewing window swivels to either side and the distal fiber optic 
lighting provides open area for instrumentation. 

Features: 
• Same great features as the Beta 100 but with the perfectly even, 	
	 bright white light that only fiber optics can deliver. 
• No tip adapter needed for Vet. Specula.  

Complementary Products: 910.0501.23 Specula Set (Beta 200  
Only) 4, 6 & 9 mm this page; 910.0500.14 Beta R Plug-In 
Rechargeable Handle; 910.0500.58 Beta NT Rechargeable 
Handle for NT 200 Well Charger, page 18; 910.0500.30 
Replacement Bulb for Beta 200 Fiber Optics Otoscope (not 
shown).

Specula Set 4, 6 & 9 mm
Item#: 910.0501.23  For Beta 100 Otoscope, Beta 200 Otoscope and 	
	 mini 3000 Otoscope
Shipping Weight: 1 lb.

Benefits: 
Reusable specula. Designed for animal use. 

Features: 
• “Twist lock” design so they won’t pop off the otoscope head.
• Constructed of Sanalon and autoclavable to 134˚C/273˚F.  

Diagnostic Set  
Item#: 910.0500.01
Shipping Weight: 5 lbs.

Benefits: 
Complete diagnostic set in a protective case.

Features: 
• K180 Ophthalmoscope. 
• Beta 100 Otoscope and specula adaptor.
• Three reusable specula.
• Wall-plug rechargeable handle 910.0500.14, page 18.
• Zippered storage case.

Disposable Specula
Item#: 910.0500.87 Disposable Specula, 2.5 mm, 1000/carton

910.0500.88 Disposable Specula, 4 mm, 1000/carton
Shipping Weight: 1.5 lbs.

Benefits: 
Designed and priced for one time use. 

Features: 
• Firm fit to otoscope head.
• Fits 910.0502.47 Mini 3000 Otoscope and 910.0501.24 Beta 	
	 100 otoscope. 

{910.0500.01}

{910.0500.88 & 910.0500.87}

{910.0501.23}

{910.0501.22}
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HSL 150 Slit Lamp, Head Only
Item#: 910.0501.25 
Shipping Weight: 1 lb.

Benefits: 
Ideal for performing quick and detailed exams of the anterior portion 
of the eye.

Features: 
• Slit size is adjustable from .2 mm x 10 mm to 4.0 mm x 14 mm.
• 6x magnification.
• Blue interface filter (FITC), can be selected for corneal examination.
• Heine XHL Xenon Illumination, 3.5 Volt. 

Complementary Products: 910.0500.14 Rechargeable Handle, Wall 
Plug-In this page; 910.0500.58 Rechargeable Handle, for NT 200 
Well Charger this page; 910.0500.26 Bulb for HSL 150 (not shown); 
910.0501.27 Loupe Attachment, 10x, for HSL 150 this page.

Loupe Attachment, 10x, for HSL 150
Item#:  910.0501.27 
Shipping Weight: 1 lb.

Benefits: 
The 10x loupe attachment increases magnification and 
working distance from your patient.

{910.0501.25}

{910.0501.27}

Beta R Rechargeable Plug-In Handle
Item#: 910.0500.14 
Shipping Weight: 1 lb.

Benefits: 
Simply unscrew the cap and plug-in to a wall socket 
to recharge. 

Features: 
• NiCd rechargeable battery.
• For use with K180, Beta 100, Beta 200, HSL 150 Heads 		
	 and Finoff Transilluminator.

Complementary Products: 910.0500.51 “C” Cell Battery 
Conversion this page; 910.0500.54 NiCd Battery, 3.5 Volt 
(not shown).

Beta NT Well Charger Handle
Item#: 910.0500.58 
Shipping Weight: 1 lb.

Benefits: 
Always fully charged and ready to use when stored in the Heine 
Well Charger (well charger purchased separately).

Features: 
• NiCd rechargeable battery.
• For use with K180, Beta 100, Beta 200, HSL 150 Heads and 		
	 Finoff Transilluminator.

Complementary Products: 910.0500.57 NT-200 Well 
Charger, opposite page.

“C” Cell Converter & Battery Extension 
for Beta Handles
Item#: 910.0500.51 “C” Cell Converter for Beta Handles

910.0500.52 “C” Cell Battery Extension (3 batteries) 	
	 for 3.5 Volt Beta Handles 

Shipping Weight: 1 lb.

Benefits: 
These two items will convert a 3.5 Volt Beta R or Beta NT 
Handle to “C” cell battery power. 

{910.0500.51}

{910.0500.14}

{910.0500.58}
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NT-200 Well Charger
Item#: 910.0500.57 
Shipping Weight: 2 lbs.

Benefits: 
Exclusive “smart-charge” system brings depleted batteries back to full 
charge with over-charge protection.

Features: 
• Can charge two handles simultaneously.
• Charges all 3.5 Volt Heine Handles along with most other major brands.

EN 100, Trio Extension Unit
Item#: 910.0501.13
Shipping Weight: 1 lb.

Benefits:	
Add an extra module to your EN 100 diagnostic center and include 
the HSL-150 Slit Lamp, page 18; or Finnoff Transilluminator, page 22. 
(Slit Lamp Head and Finnoff Transilluminator Head sold separately.)

EN 100 Instrument Storage Box on Mobile Stand 
Item#: 910.0501.32 
Shipping Weight: 30 lbs.

Benefits:
EN 100 diagnostic center (sold seperatly) can be mounted directly onto the storage 
box. The storage box is large enough to hold all your diagnostic instruments allowing 
you to move them easily to any exam room or treatment area in your hospital.

{910.0500.57}

{910.0501.13}

{910.0501.32}

{910.0501.32}

EN-100 Otoscope/Ophthalmoscope 
Wall Unit Set
Item#: 910.0501.16 
Shipping Weight: 6 lbs.

Benefits: 
This wall unit diagnostic center is always ready and within easy reach.

Features: 
• Newly designed magnetic ON/OFF switch turns instruments on 	
	 when removed from the cradle and off when returned. 
•	No moving parts to wear out.
• Exclusive “soft-start” transformer avoids a power surge at switch-on 	
	 which protects the bulbs and prolongs their life. 
• Rheostat located on the handle to adjust bulb brightness.
• High-memory spiral cords with 10 foot range. Cords return to 
	 original shape and size after each use.
• Includes K180 Ophthalmoscope Head, Beta 100 Otoscope Head, 	
	 Beta 100 Specula Adaptor, Set of Reusable Vet Specula.

{910.0501.16}

Beta NT handle not included.
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Blood Pressure gauge not included.

Blood Pressure gauge not included.
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Sigma 150K Binocular Indirect Ophthalmoscope (B.I.O.)
Item#: 910.0500.85 
Shipping Weight: 2 lbs.

Benefits: 
The practice of indirect ophthalmoscopy allows you to examine the periphery of the retina as far as the equator and 
Ora Serrata. An observed field of approximately 40˚ can be obtained on the fundus (compared to 8-10˚ with a direct 
ophthalmoscope). The working distance between you and your patient is 16 to 19 inches for added safety when 
compared to direct ophthalmoscopy.

Features: 
• Light intensity is easily controlled with the use of the mPack power supply (purchased seperately). Bright 			
	 enough to penetrate opaque media in the anterior segment, yet the intensity can be lowered to reduce 			 
	 protective reflex actions of the patient.
• Stereoscopic view makes it easier to see and interpret elevations and excavations on the retina. The range
	 of depth of focus is wide, allowing the structure of the retina and the vitreous to be seen simultaneously.

Complementary Products: 910.0500.86 Aspheric Ophthalmoscopy Lens, Ground Glass, AR 20 D opposite page; 
910.0500.97 Aspheric Ophthalmoscopy Lens, Molded Glass, 20 D opposite page; 910.0501.49 mPack Li-Ion 
power supply, page 63; 910.0500.91Teaching/Observation Mirror, page 22; 910.0500.98 B.I.O. Instructional 
Tape, VHS, page 22; 910.0501.36 Storage Case for the Binocular Indirect Ophthalmoscope, page 22.

{910.0500.85}
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Omega 500 Binocular Indirect Ophthalmoscope (B.I.O.)
Item#: 910.0500.99
Shipping Weight: 3 lbs.

Benefits: 
Patented “Synchronized Adjustment of Convergence and Parallax” allows for the precise 
selection of observation and illunination optics for any pupil size. Optimized for even better 
functionally in small pupils down to 1.0 mm (up to 10mm).

Features:
• A new multi-coated illamination system, featuring a new XHL Xenon Halogen 			
	 Technology bulb, reduces corneal reflexes and ensures clear, high-resolution images of 		
	 the fundus which are up to 100% brighter.
• Articulating rear hinge provides vertical adjustment of the rear band for a secure fit for all 	
	 shapes and sizes.
• Ergononic design and increased cushioning for optimal weight transfer across the entire 	
	 surface of the headband. No pressure points.
• Calibrated overband position ensures optics are in true horizontal position for precise 		
	 adjustment.

Complementary Products: 910.0500.86 Aspheric Ophthalmoscopy Lens, Ground Glass, 50 
mm Diameter, AR 20 D this page; 910.0500.97 Aspheric Ophthalmoscopy Lens, Molded 
Glass, 50 mm Diameter, 20 D this page; 910.0501.49 mPack Li-Ion power supply, page 
63; 910.0500.91Teaching/Observation Mirror; 910.0500.98 B.I.O. Instructional Tape, VHS, 
page 22; 910.0501.36 Storage Case for the Binocular Indirect Ophthalmoscope, page 22.

{910.0500.99}

Aspheric Ophthalmoscopy Lens, 
Molded Glass, 20 D
Item#: 910.0500.97 
Shipping Weight: 1 lb.

Benefits: 
Value priced with performance superior to plastic lenses.

Features: 
• Aspheric surface greatly reduces distortion of the periphery.
• Lens is triple-coated to reduce reflection and allow good light 	
	 transmission.
• 50 mm diameter provides greater field of view.
• Storage case included.

Aspheric Ophthalmoscopy Lens, 
Ground Glass, AR 20 D
Item#: 910.0500.86 
Shipping Weight: 1 lb.

Benefits: 
Superior, distortion-free images that can only be obtained 
with a ground glass lens.

Features: 
• Advanced multi-coating for reduced reflection and excellent 
	 light transmission.
• Aspheric curvature for best images.
• 50 mm diameter provides greater field of view.
• Storage case included.

{910.0500.97}

{910.0500.86}
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Storage Case for Sigma 150 
or Omega 500 B.I.O. 
Item#: 910.0501.36 
Shipping Weight: 15 lbs.

Benefits: 
Protects your investment.

Features: 
• Soft sided with foam inserts.
• Shoulder strap or backpack strap (removable).

B.I.O. Instructional Tape 
VHS “Techniques in Veterinary Binocular Indirect Ophthalmoscopy”
Item#: 910.0500.98
Shipping Weight: 1 lb.

Benefits:	
Produced in association with Colorado State University College of Veterinary 
Medicine, Department of Ophthalmology. Dr. Tanya Nuhsbaum. Clearly and 
concisely demonstrates binocular indirect ophthalmoscopy on small animals. 
Length of VHS presentation is 13 minutes.

Teaching/Observation Mirrors 
Item#: 910.0500.91 Teaching/Observation Mirror for Sigma 150K
	 910.0501.06 Teaching/Observation Mirror for Omega 500
Shipping Weight: 1 lb.

Benefits: 
Excellent tool for training associates and staff as well as client education. 
The mirror allows the observer to see what the examiner sees.

{910.0500.98}

{910.0500.91}

{910.0501.36}
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{910.0501.06}

Finoff Transilluminator
Item#: 910.0500.40
Shipping Weight: 1 lb.

Benefits: 
Excellent light source for scleral transillumination.

Features: 
• 3.5 Volt HXL Xenon Illumination.

Complementary Products: 910.0500.14 Beta R Rechargable 
plug-in handle, page 18.

{910.0500.40}



Gamma 20 Stethoscope
Item#: 910.0500.12 
Shipping Weight: 1 lb.

Benefits: 
The Gamma 20 has a weighted, anatomical chest piece 
that optimizes sounds through the specially designed 
acoustical chamber for superior amplification of both 
low and high frequencies.

Features: 
• Soft silicone ear tips.
• Adjustable stainless steel binaurals for 			 
	 comfort and enhanced sound transmission.

Gamma 2.2 Stethoscope 
Item#: 910.0501.46 
Shipping Weight: 1 lb.

Benefits: 
Excellent acoustic performance at an economical price.

Features: 
• Lightweight 32mm diameter bell and 45mm diameter membrane.
• Integrated twin spring design for durability and comfort.
• Soft ear tips with screw fitting.
• Spare ear tips and membrane included.

Economy X-Ray Viewers
Item#: 918.0006.02 Economy X-Ray Viewer, Single Bank, Surface Wall Mount

918.0006.12 Economy X-Ray Viewer, Single Bank, Recessed Wall Mount
918.0006.03 Economy X-Ray Viewer, Two Bank, Surface Wall Mount
918.0006.13 Economy X-Ray Viewer, Two Bank, Recessed Wall Mount

Shipping Weight: Single Bank 	19 lbs.
	 Two Bank 	 34 lbs.

Benefits: 
Good quality, economic viewer. Perfect for client consultation and education. 

Features: 
• Two fluorescent tubes per bank.
• Film grips on top and bottom.
• Powder coated finish is superior in durability compared to spray painted viewers.
• Instant on switch.

Note: Deluxe X-ray viewers on page 32 & 59.

{910.0500.12}
{910.0501.46}

{918.0006.03}
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Modular Exam Cabinetry
All cabinets shown are available in various sizes and choices of laminate 
colors. Call 800.444.1579 to request additional information from a 
Shor-Line representative. 

Benefits: 
These cabinets help maximize space for you and your clients while still providing all 
the storage and product display that you require.

Features:
• Made of heavy duty material and hardware not normally available 			 
	 from your local supplier of consumer grade cabinets.
• ¾” thick panels.
• Special MRB (moisture resistant board) on all sink cabinets.
• Medical or recessed handles (your choice).
• Knuckle or hidden hinges (your choice).
• 3mm PVC banding on all door and drawer edges to prevent chipping.
• Available in various sizes and laminate colors.
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Britespot, Standard Desk Mount Light 
Item#: 918.1006.87
Shipping Weight: 10 lbs.

Benefits: 
Concentrated light provides detailed illumination of film.

Features:
• Foot-pedal ON/OFF switch.

{918.1006.87}

Deluxe X-Ray Viewer
Item#: 918.0006.01  X-Ray Viewer, Single Bank, Surface Wall Mount
	 918.0006.11  X-Ray Viewer, Single Bank, Recessed Wall Mount
	 918.0006.00  X-Ray Viewer, Two Bank, Surface Wall Mount
	 918.0006.10  X-Ray Viewer, Two Bank, Recessed Wall Mount
Shipping Weight: Single Bank Recessed 	 19 lbs.
		  Two Bank Recessed 	 34 lbs. 
		  Single Bank Wall Mount 	 19 lbs. 
		  Two Bank Wall Mount 	 34 lbs.
	
Benefits: 
Our best quality viewers for diagnoses.

Features:
• Three fluorescent tubes provide bright, pure white light for easy visability.
• Film grips top and bottom.
• Built-in ventilation.
• Powder-coated finish resists cracking and peeling.
• Instant ON switch.

{918.0006.11} {918.0006.01}
For economy X-Ray viewers see page 23. For economy X-Ray viewers see page 23. 



Thyroid Collar 
Item#: 918.1006.81
Shipping Weight: 1 lb.

Benefits: 
.5 mm pb equivalent protection of neck area above the standard apron.

Features:
• Nylon material is durable and easy to clean.
• Accommodates neck sizes up to 20 inches.
• Convenient Velcro® closure.

X-Ray Apron
Item#: 918.0006.18
Shipping Weight: 11 lbs.

Benefits: 
.5 mm pb apron provides excellent protection, while remaining 
lightweight and comfortable to wear for extended periods of time.

Features:
• One size fits most.
• Blue nylon material is durable and easy to clean.
• Wrap-around Velcro® closure.

X-Ray Mittens 
Item#: 918.0006.17
Shipping Weight: 6 lbs.

Benefits: 
Open palm allows manipulation and securing of patient while 
providing protection.

Features:
• .5 mm pb protection.
• Lined with a soft but durable expanded foam.
• Blue nylon material is durable and easy to clean.

X-Ray Rack for Apron and Mittens 
(apron & mittens sold separately) 
Item#: 918.0006.19
Shipping Weight: 11 lbs. 

Benefits: 
A convenient way to store your apron and gloves while protecting them 
from damaging wrinkles.

Features:
• Durable, powder-coated white finish.

{918.0006.18}

{918.0006.17}

{918.0006.19}

{918.1006.81}
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Modular Lab and Pharmacy Cabinetry 
All cabinets shown are available in various sizes and choices of laminate colors. 
Call 800.444.1579 to request additional information from a Shor-Line representative.
 
Benefits: 
This cabinetry helps maximize space and provides efficient work stations for your team members.

Features:
• Made of heavy duty material and hardware not normally available 				  
	 from your local supplier of consumer grade cabinets.
• ¾” thick panels.
• Special MRB (moisture resistant board) on all sink cabinets.
• Medical or recessed handles (your choice).
• Knuckle or hidden hinges (your choice).
• 3mm PVC banding on all door and drawer edges to prevent chipping.
• Available in various sizes and laminate colors.

Pull out shelf.

Metal metabox drawers.

Glove dispenser.

Trash dispenser opening.



*

Your Treatment area serves multiple purposes and probably gets the most use of any 
area of the facility. The challenge is to make this area as efficient as possible. 

In reviewing your treatment area needs, take the following into account:

• As the busiest area, the key is to design a traffic flow pattern that makes sense for how 	
	 you work. This can be difficult since the area is multi-functional, making good planning 	
	 even more important.		

• A multi-functional area can mean a clutter of supplies. Consider roll 	around carts which 	
	 keep supplies within easy reach and organized.

• Proper lighting makes your task easier and reduces eye fatigue.

Treatment{

{

*
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Exam/Treatment Tables, 60” & 46” Long with Laminate Cabinets and Knee Space
Item#: 903.1401.10  60” Long, Two Door, White Cabinet, Right Hand Knee Space
	 903.1401.11  60” Long, Two Door, White Cabinet, Left Hand Knee Space
	 903.1401.50  60” Long, Two Door, Almond Cabinet, Right Hand Knee Space
	 903.1401.51  60” Long, Two Door, Almond Cabinet, Left Hand Knee Space
	 903.1404.10  60” Long, Six Drawer, White Cabinet, Right Hand Knee Space
	 903.1404.11  60” Long, Six Drawer, White Cabinet, Left Hand Knee Space
	 903.1404.50  60” Long, Six Drawer, Almond Cabinet, Right Hand Knee Space
	 903.1404.51  60” Long, Six Drawer, Almond Cabinet, Left Hand Knee Space
	 903.1414.10  60” Long, Door and Three Drawers, White Cabinet, Right Hand Knee Space
	 903.1414.11  60” Long, Door and Three Drawers, White Cabinet, Left Hand Knee Space
	 903.1414.50  60” Long, Door and Three Drawers, Almond Cabinet, Right Hand Knee Space
	 903.1414.51  60” Long, Door and Three Drawers, Almond Cabinet, Left Hand Knee Space
	 903.1402.10  46” Long, Two Door, White Cabinet, Right Hand Knee Space
	 903.1402.11  46” Long, Two Door, White Cabinet, Left Hand Knee Space
	 903.1402.50  46” Long, Two Door, Almond Cabinet, Right Hand Knee Space
	 903.1402.51  46” Long, Two Door, Almond Cabinet, Left Hand Knee Space
	 903.1403.10  46” Long, Six Drawer, White Cabinet, Right Hand Knee Space
	 903.1403.11  46” Long, Six Drawer, White Cabinet, Left Hand Knee Space
	 903.1403.50  46” Long, Six Drawer, Almond Cabinet, Right Hand Knee Space
	 903.1403.51  46” Long, Six Drawer, Almond Cabinet, Left Hand Knee Space
	 903.1405.10  46” Long, Door and Three Drawers, White Cabinet, Right Hand Knee Space
	 903.1405.11  46” Long, Door and Three Drawers, White Cabinet, Left Hand Knee Space
	 903.1405.50  46” Long, Door and Three Drawers, Almond Cabinet, Right Hand Knee Space
	 903.1405.51  46” Long, Door and Three Drawers, Almond Cabinet, Left Hand Knee Space
Shipping Weight: 60” Tables  290 lbs.
	 46” Tables  190 lbs.

Benefits: 
Our 60” laminate top provides plenty of room for procedures that do not require a tub.
The 46” top is an excellent alternative for tight spaces or modest floor plans. 

Features:
• Laminate exam top (select color when ordering) is 60”l x 25”w or 46”l x 25”w.  
• Optional stainless steel exam tops also available in both 60” and 46” lengths.
• Three storage options: six drawer, door and three drawers, two doors.
• Standard cabinet colors are white or almond. Special colors are available at additional cost. 
• Optional pull-out shelf available for models with doors.
• Both 60” and 46” exam/treatment tables are 36” high.

Complementary Products: 804.0401.10 and 804.0401.50 “Roll-A-Bout” Storage Units, page 45.

*
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{903.1401.11}

{903.1405.11}

{903.1401.10}

{903.1414.10}
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Tub/Tables, 60” & 46” Long with Laminate Cabinets and Knee Space
Item#: 904.4100.10  46” Long, Door and Three Drawers White Cabinets, Right Hand Knee Space
	 904.4100.50  46” Long, Door and Three Drawers Almond Cabinets, Right Hand Knee Space
	 904.4100.11  46” Long, Door and Three Drawers White Cabinets, Left Hand Knee Space
	 904.4100.51  46” Long, Door and Three Drawers Almond Cabinets, Left Hand Knee Space
	 904.1100.10  46” Long, Two Door White Cabinet, Right Hand Knee Space
	 904.1100.50  46” Long, Two Door Almond Cabinet, Right Hand Knee Space
	 904.1100.11  46” Long, Two Door White Cabinet, Left Hand Knee Space
	 904.1100.51  46” Long, Two Door Almond Cabinet, Left Hand Knee Space
 	 904.4000.10  60” Long, Door and Three Drawers White Cabinets, Right Hand Knee Space
	 904.4000.50  60” Long, Door and Three Drawers Almond Cabinets, Right Hand Knee Space
	 904.4000.11  60” Long, Door and Three Drawers White Cabinets, Left Hand Knee Space
	 904.4000.51  60” Long, Door and Three Drawers Almond Cabinets, Left Hand Knee Space
	 904.1000.10  60” Long, Two Door White Cabinet, Right Hand Knee Space 
	 904.1000.50  60” Long, Two Door Almond Cabinet, Right Hand Knee Space
	 904.1000.11  60” Long, Two Door White Cabinet, Left Hand Knee Space
	 904.1000.51  60” Long, Two Door Almond Cabinet, Left Hand Knee Space

Tub/Tables, 60” & 46” Long with 6” & 16” Deep Tubs and Standard Laminate Cabinets
Item#: 904.2000.10  60” Long, 6” Deep Tub, White Cabinet
	 904.2000.50  60” Long, 6” Deep Tub, Almond Cabinet
	 904.2001.10  60” Long, 16” Deep Tub, White Cabinet	
	 904.2001.50  60” Long, 16” Deep Tub, Almond Cabinet
	 904.2100.10  46” Long, 6” Deep Tub, White Cabinet
	 904.2100.50  46” Long, 6” Deep Tub, Almond Cabinet
	 904.2101.10  46” Long, 16” Deep Tub, White Cabinet	
	 904.2101.50  46” Long, 16” Deep Tub, Almond Cabinet

Shipping Weight: All 60” Long Tub/Tables with Knee Space Cabinets  	 270 lbs.  
	 All 46” Long Tub/Tables with Knee Space Cabinets 	  180 lbs.  
	 All 60” Long Tub/Tables with 6” Deep Tubs and Standard Cabinets  	 265 lbs.  
	 All 60” Long Tub/Tables with 16” Deep Tubs and Standard Cabinets  	 270 lbs.  
	 All 46” Long Tub/Tables with 6” Deep Tubs and Standard Cabinets  	 190 lbs.  
	 All 46” Long Tub/Tables with 16” Deep Tubs and Standard Cabinets 	  210 lbs.  
Benefits: 
Shor-Line’s multi-purpose tub/tables add efficiency and user comfort to many of your daily 
procedures. Cabinets provide ample instrument storage for dental services, necropsy and surgical procedures.

Features:
• Cabinets are constructed of ¾” MRB (moisture resistant board).
• All door and drawer edges are wrapped with 3 mm PVC to prevent chipping and for additional moisture protection.
• Standard cabinet colors are white or almond. Special colors are avialable at additional cost.
• All tub/tables are 24⅝” wide and 36” high.
• The stainless steel grill covers are recessed and flush with the top of the tub. No hooks to catch clothing and 
	 the two-piece design allows easier handling for you and your team members. 

Complementary Products: Plumbing fixtures, page 46; 804.3004.03  Solid Stainless Steel Exam Top for 60” Long Tubs, page 46; 
804.3104.03  Solid Stainless Steel Exam Top for 46” Long Tubs, page 46; 804.0401.10  Roll-A-About Storage Unit, White, page 45; 
804.0401.50 Roll-A-Bout Storage Unit, Almond, page 45.
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Utility Chase Treatment Center
The Shor-Line Utility Chase is available in various sizes and styles. Please call 800.444.1579 to request 
additional information from a Shor-Line representative.

Item#: 904.0000.00 Utility Chase Treatment Center

Benefits: 
The Shor-Line Utility Chase is truly the “backbone” of a multi-functional treatment/procedure area.

Features:
• The chase “stretches” from floor to ceiling to surround and cover electrical, plumbing and oxygen lines.
• Three of the four panels are designed to accept optional equipment including: exam/procedure lights, 
	 otoscope/ophthalmoscope sets, anesthesia units, etc.
• Many shelf and cabinet options are also available for instrument and supply storage.
• A large selection of Shor-Line tubs and exam tables can be attached to the chase, but the panels can also 
	 serve as a “docking station” for our line of mobile exam and treatment tables.
• Standard laminate colors are white and almond, but custom colors are available at additional costs, to match or 		
	 complement your cabinetry.

Complementary Products: Exam Lights, pages 42 & 43; Surgery Lights, pages 54 & 55; Optional Accessories on 
opposite page.

{Utility Chase Treatment Center}
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Optional Shelves and Doors for Utility Chase
Item#: 804.0000.04  16”(w) x 16”(h) x 4½”(d) Shelf Unit 
	 804.0000.05  16”(w) x 16”(h) x 4½”(d) with Pull-Out Shelf 
	 804.0000.06  16”(w) x 24”(h) x 8½”(d) Shelf Unit
	 804.0000.07  16”(w) x 36”(h) x 8½”(d) Shelf Unit
	 804.0000.08  Door without lock, for 16” x 16” Shelf
	 804.0000.09  Door with lock, for 16” x 16” Shelf
	 804.0000.10  Door without lock, for 16” x 24” Shelf
	 804.0000.11  Door with lock, for 16” x 24” Shelf
	 804.0000.12  Door without lock, for 16” x 36” Shelf
	 804.0000.13  Door with lock, for 16” x 36” Shelf

Benefits:
Customize your utility chase to suit your needs.

{804.0000.12}

{804.0000.04}

“Roll-A-Bout” Storage Unit
Item#: 804.0401.10  Roll-A-Bout Storage Unit, 	
	 White
	 804.0401.50  Roll-A-Bout Storage Unit, 	
	 Almond	
Shipping Weight: 150 lbs.

Benefits: 
Convenient, mobile storage for your treatment 
area. Stores neatly under the “knee-space” of 
Shor-Line tables when not in use.

Features:
•Three pull-out storage drawers.  
• Locking casters.
• Rounded top design, no sharp corners.
• 20” wide x 28” high x 24 ⅜” deep

{804.0401.10}

{195.1039.00 see page 64}

{918.0006.01 see page 59}

{910.0501.16 see page 19}

Optional Accessories for the Utility Chase Treatment Center.

Stat-Mats™ Prep/Exam Mat 
Item#: 803.0200.00  20"w x 44"l x 1"
 		  803.0202.00  20"w x 30"l x 1" (shown)

Shipping Weight: 803.0200.00  1 lb.
				   803.0202.00  1 lb.
		
Benefit: 
Provide conductive warmth and cushioned comfort for animals during short or long procedures.

Features:
• A beneficial and cost effective solution that boldly addresses the concern of heat loss in the veterinary clinic or animal hospital.
• Constructed from high-quality insulating materials, Stat-Mats™ prevent body heat loss that occurs from contact with cold surfaces.
• Closed cell foam and polyurethane coating provide a durable, long lasting, supple surface that does not break down and is moisture/		
	 abraision resistant.
• Seamless coating means no bacteria build-up and easy cleaning.
• Waterproof and stain resistant.
• Saves cost of laundering towels.

Complementary Products: 46" and 60" Long Knee Space and Standard Tub Tables, pages 36 - 41.

{803.0202.00}
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Exam Top, Stainless Steel for 60” & 46” Long Tubs
Item#: 804.3004.03  Stainless Steel Exam Top for 60” Long Tubs
	 804.3104.03  Stainless Steel Exam Top for 46” Long Tubs	
Shipping Weight: 804.3004.03  15 lbs.
		  804.3104.03  13 lbs.
Benefits: 
Convert your Shor-Line Tub into a solid exam surface

Features:
• Heavy gauge, austenitic stainless steel.  
• 60” tub top measures 24⅞” x 477/₁₆”
• 46” tub top measures 24⅝” x 337/₁₆”

Deck Mount Faucets
Item#: 804.0006.25  Faucet, Economy Deck Mount, 7’ Heavy Duty 
		  Vinyl Hose, and Aluminum Spray Head		
	 804.0006.02  Faucet, Economy Deck Mount, 7’ Stainless 		
		  Steel Hose, and Heavy-Duty Spray Head 
Shipping Weight: 804.0006.25  	 8 lbs. 
			  804.0006.02  10 lbs.  

Features:
• Wide-radius gooseneck nozzle with aerator and automatic diverter 
	 directs water stream over center of sink where it’s needed the most.
• Large 4” long faucet handles allow activation with wrist or forearm.

{804.0006.25}

Drain Kit 
Item#: 804.0008.00  3½” includes Strainer Basket
Shipping Weight: 1 lb.

Features:
• Recessed sink drain kit for tub tables.
• Comes with strainer basket.

{804.0008.00}

Atmospheric Back Flow Preventer
Item#: 804.0009.01  
Shipping Weight: 1 lb.

Features:
• ⅜” diameter IPS male inlet and female outlet. 
• Double check design prevents back flow.
• 2⅜” length from top to bottom.

{804.0009.01}

{804.3004.03}
Spill Resistant Vacuum Breaker
Item#:  804.0015.00
Shipping Weight: 2 lbs.

Benefits: 
Designed to prevent contamination of potable water due to 
back-siphonage. Required for any municipality governed by USC 
regulations for faucets with continuous pressure spray hoses.

Features:
• In-line flow design with integral shut-off valves.
• Approved under ASSE 1056, CSA and USC FCCC and HR.

{804.0015.00}

{804.0006.02}
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Surgical procedures place strong 
demands on your environment, skill 
and equipment. Everything needed to 
successfully complete the task at hand 
must be instantly available in this area.

Essential parameters for this area include:

• An extremely sterile environment.

• Organized and clutter free environment.

• A well lit work area, preferably halogen 	
	 which offers the brightest, coolest and 	
	 color correct light source.

• Proper room airflow, filtered for 	 	
	 maximum sterility.

• Provision for surgical instruments to be 	
	 accessible at your fingertips.

• An overall comfortable, organized work 	
	 area with work surfaces at appropriate 	
	 heights.
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Flat-Top Surgery Table
Item#: 903.4000.00  Flat-Top Surgery Table, Hydraulic Base
	 903.4020.10  Flat-Top Surgery Table, Electric Base, Non-Rotational
Shipping Weight: 903.4000.00  244 lbs. 
	 903.4020.10  227 lbs.

Benefits: 
One piece table top eliminates seams and sharp edges helping to promote a bacteria 
free environment.

Features:
• Extra large 22”(w) x 60”(l) flat top. 
• Raised center permits fluid run-off into a perimeter trough and to a drain outlet.
• Directional tilt lock secures the top in almost any position, from horizontal to near 	
	 vertical.
• Top rotates 360˚ (hydraulic base only).
• Attachment rail system runs continually along the sides and ends of the table.
• Four sliding, quick-release, cam cleat tie-down attachments are provided, and can 	
	 be tightened in any position along the rail.
• Table can be lifted from 28¾” to 39¾” via your choice of either an electric or 		
	 hydraulic mechanism. 
		
Complementary Products: 803.0006.10 IV Holder, Rail Attachment, page 59; 
904.9001.01 Collection Pail with Caster Base, page 58; 190.9000.04 12½ Qt SS 
Collecting Pail, page 58.

{903.4000.00}

J
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V-Top Surgery Table
Item#: 903.4100.00  V-Top Surgery Table, Hydraulic Base
	 903.4120.10  V-Top Surgery Table, Electrical Base, Non-Rotational
Shipping Weight: 903.4100.00  228 lbs.
	 903.4120.10  211 lbs.

Benefits: 
With horizontal to near vertical positioning the patient can be positioned without external devices.

Features:
• A two panel system that adjusts from horizontal to near vertical to hold the patient 
	 in the desired position during surgery. Overall size of the top: 19”w x 58”l.  
• Two sliding, quick-release, cam cleat tie-down attachments are provided on each 
	 side of the attachment rail.
• A 3” stainless steel trough permits fluid runoff into a drain outlet.
• Table can be lifted from 30½” to 41” via your choice of either an electric or 
	 hydraulic mechanism.
• Top rotates 360˚ (hydraulic base only).

Complementary Products: 803.0006.10 IV Holder, Rail Attachment, page 59; 904.9001.01 Collection Pail with Caster Base, 
page 58; 190.9000.04 12½ Qt SS Collecting Pail, page 58.

{903.4100.00}
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Heated V-Top Surgery Table
Item#: 903.4101.00  V-Top Surgery Table, Heated, Hydraulic Base
 	 903.4121.10  V-Top Surgery Table, Heated, Electric Base, 		
	 Non-Rotational
Shipping Weight: 903.4101.00  252 lbs.
		  903.4121.10  252 lbs. 

Benefits: 
Helps prevent hypothermia during small animal surgeries.

Features:
• Controlled heating in temperature ranges from 70° F–97° F with 		
	 even heat distribution.
• A two panel system that adjusts from horizontal to near vertical 
	 to hold the patient in the desired position during surgery. 
	 Overall size of the top: 19”(w) x 58”(l).  
• Each panel contains an  8” x 48” heated area, with an overall heated 		
	 area of 16” x 48”.
• The thermostatic control is located on the frame for easy monitoring 
	 of temperature.
• Two sliding, quick-release, cam cleat tie-down attachments are 		
	 provided on each side of the attachment rail.
• A 3” stainless steel trough permits fluid runoff into a drain outlet.
• Table can be lifted from 30½” to 41” via your choice of either
 	 an electric or hydraulic mechanism.
• Electrical heating system is CSA approved.

Complementary Products: 803.0006.10 IV Holder, Rail Attachment, 
page 59; 904.9001.01 Collection Pail with Caster Base, page 58; 
190.9000.04 12½ Qt SS Collection Pail, page 58.

Heated Flat-Top Surgery Table
Item#: 903.4001.00  Flat-Top Surgery Table, Heated, Hydraulic Base 
	 903.4021.10  Flat-Top Surgery Table, Heated, Electric Base, 		
		  Non-Rotational
Shipping Weight: 903.4001.00  227 lbs.
	 903.4021.10  227 lbs.

Benefits: 
Helps prevent hypothermia during small animal surgeries.

Features:
• Extra large 22”(w) x 60”(l) flat top has a 15” x 48” heated area.
• The thermostatic control is located on the frame for easy monitoring 
	 of temperature.
• Raised center permits fluid run-off into a perimeter trough and to 
	 a drain outlet.
• Directional tilt lock secures the top in almost any position, from 		
	 horizontal to near vertical.
• Attachment rail system runs continually along the sides and ends 
	 of the table.
• Four sliding, quick-release, cam cleat tie-down attachments are 		
	 provided, and can be tightened in any position along the 
	 attachment rail.
• Table can be lifted from 28¾” to 39¼” via your choice of either 
	 an electric or hydraulic mechanism.
• Controlled heating in temperature ranges from 70° F–97° F with 		
	 even heat distribution.
• Electrical heating system is CSA approved.

Complementary Products: 803.0006.10 IV Holder, Rail Attachment, 
page 59; 904.9001.01 Collection Pail with Caster Base, page 58; 
190.9000.04 12½ Qt SS Collection Pail, page 58.

{903.4001.00}
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Foot pedal.

Lift/Tilt rocker switch.

Various adjustable table angels.
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Surgery Lights
Item#: 913.5005.01  Surgical Dome Light, Single Ceiling Mount 
	 913.5005.02  Surgical Dome Light, Dual Head, Ceiling Mount
	 913.5005.03  Surgical Dome Light, Wall Mount  			 
	 913.5005.04  Surgical Dome Light, Mobile			 
	 913.5006.01  Surgical Spot Light, Single Ceiling Mount  			 
	 913.5006.03  Surgical Spot Light, Wall Mount  			 
	 913.5006.04  Surgical Spot Light, Mobile 
	 913.5007.01  Spot/Dome Surgical Light, Combo Ceiling Mount   	
Shipping Weight: 913.5005.01  	 86 lbs.
		  913.5005.02  	 136 lbs.
		  913.5005.03  	 38.2 lbs.
		  913.5005.04  	 124.6 lbs.
		  913.5006.01  	 86 lbs.
		  913.5006.03 	  38.2 lbs.
		  913.5006.04  	 124.6 lbs.
		  913.5007.01  	 136 lbs.
Benefits: 
New power supply technology replaces hot, heavy transformers and increases bulb life.

Surgical Dome Features:
• The single 15” reflector provides a shadow-free beam at 4000° Kelvin.
• Bulb produces a 6” diameter field of harmonious light and 4000 footcandles at 
	 a normal 36” working distance.
• The best articulating arm delivery system for mobile, wall and ceiling applications.
• CSA/UL certified.

Surgical Spot Features:
• Continously adjustable spot from 3” to 11” diameter at 4000° Kelvin.
• 4150 footcandles at a normal 36” working distance.
• Lamp head and arm both rotate 360° on a horizontal plane.
• The best articulating arm delivery system for mobile, wall and ceiling applications. 
• CSA/UL certified.

{913.5005.03} {913.5005.02}
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{913.5005.04} {913.5006.03}

{913.5007.01}
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A: 270° 	 Horizontal Swivel		  F: Detachable, Autoclavable Handle
B: 360° 	 Horizontal Swivel	 	 G: Brightness Control
C: 		 60° 	 Vertical Swivel		  H: Spot Diameter Control	
D: 270° 	 Vertical Swivel		I  :  ON/OFF Switch
E: 	345° 	 Vertical Swivel					   



Mobile Instrument Stand
Item#: 803.0010.01 
Shipping Weight: 17 lbs.

Benefits: 
Compact size, but large enough for most surgical procedures.

Features:
• Stainless steel tray measures 12⅝”w x 19⅛”l x ¾”d.  
• Chrome plated stand adjusts from 27½” to 48” high.
• Base consists of 22” diameter epoxy coated steel.
• Four heavyduty rubber casters allow for easy 		
	 maneuverability.

Mayo Stand
Item#: 803.0010.00
Shipping Weight: 19 lbs.

Benefits: 
Compact size, but large enough for most surgical 
procedures.

Features:
• Stainless steel tray measures 12”w x 19”l x ¾”d.
• Easy-slide extension posts allow height adjustments 	
	 from 34” to 53”.
• Legs and base are constructed of 1” chrome plated 		
	 steel tubing.
• Gray hard rubber casters allow for easy transport.

Surgery{
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Thoracic Positioner
Item#: 803.0003.00  
Shipping Weight: 5 lbs.

Benefits: 
Holds your patients in the desired 
position allowing you to operate 
efficiently.

Features:
• Sure-grip rubber feet hold the 

thoracic positioner in place on a 
	 flat-top surgery table.

Vacu-Positioner Kit 
Item#: 914.0002.00 Vacu-Positioner Kit
	 814.0002.01 19½” x 39¼” Pad Only
	 814.0002.02 11¾” x 23½” Pad Only
Shipping Weight: 914.0002.00  	 6 lbs.  
	 814.0002.01 	  2 lbs. 
	 814.0002.02  	 2 lbs.
Benefits: 
The vacuum property of the pad holds your patients in position for x-ray 
and surgery while minimizing heat loss—without sandbags, adhesive tape 
or bolsters. 

Features:
• Safe and durable, it’s made of an extremely strong plastic material which is
 	 compatible with most commonly used disinfectants.
• Kit comes complete with two Vacu-Positioner pads, 30” long air hose and 
	 a vacuum pump.

{803.0003.00}

{803.0010.01}{803.0010.00}

{914.0002.00}



Mobile Prep Table
Item#: 903.1120.04
Shipping Weight: 87 lbs. 

Benefits: 
Designed to move patients or monitoring and treatment 
equipment around your hospital with ease.

Features:
• Stainless steel construction.
• 20”w x 44½”l prep surface.
• 34” height provides a convenient match-up 
	 to most tables in your facility.
• 5” locking casters, corrosion proof.

Mobile Stainless Steel Utility Cart
Item#: 903.2320.31 
Shipping Weight: 32 lbs.

Benefits: 
This table provides easy access to equipment and instruments.

Features:
• 200 lb. weight capacity.
• Cart features three shelves that are electronically welded to the legs 		
	 with an underside padding to dampen vibration and noise. 
• Shelf size: 18”d x 27”l with a 12¼”h shelf clearance.
• Protective bumpers on legs and handles safeguard doors, walls 
	 and furnishings.
• Overall dimensions: 30¾”l x 33”h x 18⅜”d.

Mobile Instrument Table
Item#: 903.2002.00
Shipping Weight: 75 lbs.

Benefits: 
Sized to fit easily over all standard small animal surgery tables.

Features:
• The mobile instrument table measures a full 33” between legs. 
• Work surface measures 23”d x 40”w.
• Handle adjusts table top height from 40” to 53”; neatly slides under 	
	 the table when not in use.
• 4” casters provide infinite maneuverability; all casters are equipped 	
	 with locking brakes.

{903.1120.04}

{903.2002.00}

{903.2320.31}
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Collection Pail with Caster Base 
Item#: 904.9001.01  
Shipping Weight: 9 lbs.

Benefits: 
Virtually un-tipable. “Kick” it around the O.R. where needed.

Features:
• 12½ quart stainless steel pail.
• Pail nests into a frame made from ⅛” thick x 1” high stainless 	
	 steel band. 
• Four 2” hard rubber casters allow the pail/frame to be 
	 easily moved.
• Outer frame is wrapped with a heavy duty conductive rubber 	
	 bumper that offers protection to other equipment and the 
	 pail itself.
• Size: 14½” diameter base, 12” high including pail.

Collection Pail, 12½ Quart  
Item#: 190.9000.04  
Shipping Weight: 6 lbs.

Benefits: 
Superior to plastic for cleaning and sanitation.

Features:
• Made of 100% seamless stainless steel.
• Free swinging handle for use with all surgery tables. 
• Overall size: 7⅞” diameter base, 12” diameter top and 10” deep.

Scrub Sink Package
Item#: 904.0200.00 
Shipping Weight: 75 lbs.

Benefits: 
Heavy duty stainless steel sink is perfect for pre-surgical scrub-up, but 
large enough for other cleaning chores.

Features:
• Overall dimensions: 31”l x 23”w with a 10½”d 			 
	 bowl with 6” backsplash.  
• Package includes: floor mount pedal valve, 8” backsplash mount 	
	 gooseneck faucet and a drain unit with removable stainless steel 	
	 basket.
• Knee valve, winged elbow valve, or hands-free electronic faucet 	
	 available at an additional cost.

Complementary Products: 990.0400.42 Scrub Sink Package with 
Knee Valves (not shown).

Tapmaster
Item#: 804.0006.24 
Shipping Weight: 10 lbs.

Benefits: 
Hands-free hygienic operation. No electricity, no batteries, 
no maintenance!

Features:
• Kick pedal activation system allows for hands-free operation. 
•	Preset your desired temperature and water flow. 
• Easily installs to a new or existing sink with cabinet base.

Surgery{
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{804.0006.24}

{904.9001.01} {190.9000.04}

{904.0200.00}

{890.0401.00 
faucet only}
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Tapmaster
Item#: 804.0006.24 
Shipping Weight: 10 lbs.

Benefits: 
Hands-free hygienic operation. No electricity, no batteries, 
no maintenance!

Features:
• Kick pedal activation system allows for hands-free operation. 
•	Preset your desired temperature and water flow. 
• Easily installs to a new or existing sink with cabinet base.

Deluxe X-Ray Viewer
Item#: 918.0006.01  X-Ray Viewer, Single Bank, 
		  Surface Wall Mount
	 918.0006.11  X-Ray Viewer, Single Bank, 
	 Recessed Wall Mount
	 918.0006.00  X-Ray Viewer, Two Bank, 
		  Surface Wall Mount
	 918.0006.10  X-Ray Viewer, Two Bank, 
		  Recessed Wall Mount

Shipping Weight: 918.0006.01 	 19 lbs.
	 918.0006.11 	19 lbs.
	 918.0006.00 	34 lbs.
	 918.0006.10 	34 lbs. 
Benefits: 
Our best quality viewers for reference during surgery.

Features:
• Three fluorescent tubes provide bright, pure white 
	 light for easy visibility.
• Film grips on top and bottom.
• Built-in ventilation.
• Powder-coated finish resists cracking and peeling.
• Instant ON switch.

IV Holder, Rail Attachment
Item#: 803.0006.10
Shipping Weight: 4 lbs.

Benefits: 
IV fluid holder length allows just enough gravity that fluids remain 
level in all surgical table positions.

Features:
• Holder features an extra long 48” pole.
• Fits both V-Top and Flat-Top tables.
• Locks into any position along the attachment rail.
• Kit includes dual hook IV pole and sliding block.

{918.0006.11}

{803.0006.10}

Ancelary Surgical Light, HL 5000, 50 Watt, 
C-Clamp Mounting Bracket
Item#: 910.0501.17 
Shipping Weight: 15 lbs.

Benefits: 	
With an exceptionally-high output of 13,000 footcandles at a 
distance of 12”, the HL 5000 examination light is ideal for additional 
light during surgical procedures.

Features:
• Extremely compact illumination head. No obstruction of view. 
• The flexible gooseneck construction provides a working radius of 	
	 47”.
• Halogen bulb lasts at least 4000 hours.
• Additional UV filter adds increased safety during examination.
• Additional IR-Filter reduces heat providing a more comfortable 	
	 environment for the patient and examiner.
• C-Clamp allows for attaching to almost any surgery or exam 
	 table top.

Complementary Products: 910.0501.21 50 Watt Replacement 
bulb for HL 5000 Exam Light (not shown).

{910.0501.17}
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Kennel Gear™ IV Pole
Item#: 041.0017.21  Kennel Gear IV Pole with Door Mount
		  041.0017.58  Kennel Gear IV Pole with Kennel 
			   Bar 	Mount 
Shipping Weight: 041.0017.21 	 2.5 lbs.
			   041.0017.58	 2.5 lbs.
Benefits: 
Allows veterinarians to securely mount an IV to any surface 
ensuring a safe and secure application to patients.

Features:
• Adjustable from 17” to 24” and accepts most standard IV 		
	 pumps.
• Increases effeciency by reducing tripping hazards, 
	 clutter and freeing up floor space. 
• Fits Heska and Jorgenson IV fluid pumps.
• Kennel door mount included. 

{041.0017.21}



C Series Loupe with Headband 
Item#: 910.0501.01  Loupe, C, 2.3x, 18” working distance, with Headband
	 910.0501.28  Loupe, C, 2.3x, 13” working distance, with Headband
Shipping Weight: 910.0501.01  3 lbs.
		  910.0501.28  3 lbs.
Benefits:
Headband is easily adjustable for more than one user.

Features:
• Crisp, clear images, multi-coated, scratch-resistant silica glass lenses.
• Flexibility for precise adjustment. Independently adjustable PD 
	 controls ensure precise alignment of the optics.
• Low profile design allows the user to easily look over the loupes
	 for non-magnified view.
• Super lightweight and comfortable.
• Spring-loaded temples will adjust to the user’s anatomy.
• Lightweight metal optics frame.

C Series Binocular Loupes 
Item#: 910.0500.84  Loupe, C, 2.3x, 13” working distance, Spectacle	
	 910.0500.89  Loupe, C, 2.3x, 18” working distance, Spectacle 
Shipping Weight: 910.0500.84  2 lbs.
		  910.0500.89  2 lbs.

Benefits: 
Superior Heine quality loupes at an excellent price. The low profile design allows 
easy look-over for non-magnified views.

Features:
• Multi-coated, scratch-resistant silica glass lenses.
• Lightweight (46 grams) with hinged temple and spiral spring ear loop to provide 
	 comfort and stability.
• 2.3x optics with your choice of 13” or 18” working distance.

Complementary Products: 910.0501.29 Face Shields for Spectacle, 12 pack, 
opposite page.

HR Binocular Loupe mounted on S-Frame 
Item#: 910.0501.63 HR Binocular Loupe mounted on S-Frame, 16” working distance
	 910.0501.66 HR Binocular Loupe mounted on S-Frame, 20” working distance
Shipping Weight: 910.0501.63  3 lbs.
		  910.0501.66  3 lbs.
Benefits: 
Exceptional frame, virtually all of its parameters can be customized-making it the perfect fit for any head or face 
shape.

Features:
• Exclusive coating technology reduces the light reflection index to .3%, allowing more light 			 
	 through the loupes and providing the brightest image possible.
• The crispest images with color correction.
• Super-wide (approx. 5¼” dia.), super-deep (approx. 11½”) field of view.
• Flexibility for precise adjustment.
• Super light weight.
• Dust and water resistant.
• S-Frame provides splash protection
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{910.0501.01} 

{910.0500.84} 

{910.0501.63} 



HR Series Loupe, 2.5x, 16” working distance, Pro Headband
Item#: 910.0501.04 
Shipping Weight: 3 lbs.

Benefits: 
Headband is easily adjustable for more than one user.

Features:
• Adjustable for height and width so that a comfortable fit is assured for different users. 
• Optics can be swung out of the line of sight and returned to the original position in one 	
	 easy movement.
• Lets you combine the magnification optics with your own glasses if preferred.
• Comfortable head cushions front and back. 

{910.0501.04}
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Face Shields for Spectacle, 12 pack
Item#: 910.0501.29 
Shipping Weight: 3 lbs.

Benefits: 
Full facial protection from fluid splash.

Features:
• Clips attach shield to frame.

Complementary Products: C & HR Loupes, opposite page.

{910.0501.29}



Fiber Optic Headlight, MD 1000 
Item#: 910.0501.20 
Shipping Weight: 5 lbs.

Benefits: 
Exceptionally bright light without heat!

Features:
• Ultra-light, highly-flexible fiber optic cable with gown clips. Length 118”.
• Height and angle of illumination adjustable by a single control.
• Adjustable light spot with sterilizable lever.
• Can be combined with Heine HR Binocular Loupes. 

Complementary Products: 910.0501.19 Fiber Optic Projector HK 7000, this page.

Fiber Optic Projector HK 7000
Item#: 910.0501.19 
Shipping Weight: 8 lbs.

Benefits: 
Suitable for all Heine Fiber Optic Instruments. Can be used with other fiber optic 
instruments with optional adapters.

Features:
• Powerful Halogen bulb for maximum brightness.
• Aspheric illumination optics equal intense light with high color temperature.
• Continuous light intensity adjustment without color temperature changes. 
	 Allows brightness reduction with no red shift of light.
• Boost switch gives up to 40% more light.
• Up to 500 hours of extended bulb life.
• Folding handle allows for easy transport.
• For desk, wall or floor-mounting.

Complementary Products: 
910.0501.20 MD 1000 Fiber Optic Headlight, this page.
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This catalog may not include the latest 
product information. Our website is the best 
source for up to date information regarding 
our products. Please visit our website at 
www.shor-line.com or call 1.800.444.1579.

http://shor-line.com/
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3S LED Headlight with Professional Headband 
and Portable mPack Power Supply
Item#:  910.0501.48
Shipping Weight: 6 lbs.

Benefits: 
The Heine 3S LED headlight is cutting edge technology in coaxial illumination.

Features:
• 6000° Kelvin color temperature.
• 30,000 Lux, more than twice as bright as conventional headlights.
• Lightweight and compact, weighs only 2.5 ounces. 
• Headband mounted brightness control and spot size adjustment.
• Integrated cooling fan ensures quiet and vibration free operation.
• mPack power supply with Li-ion technology (see mPack, this page).
• LEDs guaranteed for 20,000 hours or roughly 20 years with normal use.  

{
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mPack Power Supply, Li-Ion
Item#:  910.0501.49	
Shipping Weight: 1 lb.

Benefits: 
Up to three times longer operation time compared to NiCd systems and twice as 
long as other Li-Ion systems.

Features:
• Two hours of operation on a full charge.
• Portable, freedom from wall plug-in power source.
• Charges to full capacity in just two hours. No memory effect.
• Battery capacity indicator always lets you know how much charge you have left.
• Charge unit with mobile transformer (included).

{910.0501.48}
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Laryngoscope Handle with Sanalon Connector
Item#: 910.0500.33  
Shipping Weight: 1 lb.

Benefits: 
Cost effective, high quality handle.

Features:
• 2.5 volts powered by two “C” cell batteries.

Complementary Products: 910.0500.34 Laryn, Blade, Miller 
#2, Sanalon; 910.0500.35 Laryn, Blade, Miller #4, Sanalon; 
910.0500.36 Laryn, Blade, Pediatric #1, Sanalon, this page.

Laryngoscope Blades
Item#: 910.0500.34  Laryngoscope, Blade, Miller #2, Sanalon
	 910.0500.35  Laryngoscope, Blade, Miller #4, Sanalon 
	 910.0500.36  Laryngoscope, Blade, Pediatric #1, Sanalon
Shipping Weight: 910.0500.34 - 36  1 lb.

Benefits: 
Tremendous strength with low weight; reduced risk of injury or 
damage to patient’s teeth; high cost effectiveness; extreme durability.

Features:
• Integrated fiber optic bundle for brilliant light emission at the tip.
• All Sanalon fiber optic blades are autoclavable.

Complementary Products: 910.0500.33  Laryngoscope Handle 
with Sanalon Connector, 2.5V, “C” cell handle, this page.

{910.0500.34}

{910.0500.36}

{910.0500.33}
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Wall Mount Anesthesia Unit 
Item#: 195.1039.00 Wall Mount Anesthesia Unit with New Vaporizer
	 195.1002.00 	Wall Mount Anesthesia Unit with Reconditioned Vaporizer 
		  (1 Year Limited Warranty on Vaporizer)*
	 195.1040.00 Wall Mount Anesthesia Unit without Vaporizer
Shipping Weight: 195.1039.00  45 lbs.
		  195.1002.00  45 lbs.
		  195.1040.00  40 lbs.

Features:
• Conveniently located on the wall, this design is best suited for work stations in 
	 radiology or dentistry.
• Mounts on standard 16” centers.
• Adult & pediatric unilimb rebreathing circuits.
• Non-rebreathing system with 1 liter bag.
• .5, 1, 2 and 3 liter bags.
*	Reconditioned vaporizers are professionally disassembled, cleaned, inspected and 		
	 then reassembled with all new seals and wicks. They are calibrated to the highest 		
	 standards used in human medicine.
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Mobile Anesthesia Unit 
Item#: 195.1037.00  Mobile Anesthesia Unit with New Vaporizer
	 195.1000.00 	Mobile Anesthesia Unit with Reconditioned 				  
Vaporizer (1 year Limited warranty on vaporizer)*
	 195.1038.00 	Mobile Anesthesia Unit without Vaporizer
Shipping Weight: 195.1037.00  65 lbs.
	 195.1000.00  65 lbs.
	 195.1038.00  60 lbs.

Benefits: 
Your best value in anesthesia equipment with a 5 year limited warranty on parts.

Features:
• Five leg base with shielded casters.
• 17” x 10” heavyduty shelf holds up to 50 lbs.
• CO

2 
 absorber with pressure gauge.

• “One seal” canister with lifetime warranty against breakage.
• Dual O

2
 supply ready with check values.

• 0-4 lpm oxygen flowmeter with mechanical stop knob.
• Oxygen flush with 30 lpm safety restrictor.
• Common gas outlet for non-rebreathing systems.
• 19mm enclosed pop-off valve.
• Syringe holder for inflating E/T cuffs.
• Adult & pediatric unilimb rebreathing circuits.
• Non-rebreathing system with 1 liter bag.
• .5, 1, 2 and 3 liter bags.
• 5 year warranty on parts.
*	Reconditioned vaporizers are professionally disassembled, cleaned, 
	 inspected and then reassembled with all new seals and wicks. They 
	 are calibrated to the highest standards used.

Complementary Products: 195.1001.00 Dual “E” Tank Manifold, 
opposite page.

{195.1039.00}

{195.1037.00}
Storage Organizer sold seperately.

{195.1058.00}

Articulating Arm Wall Mount Unit
Item#: 195.1058.00  Articulating Arm Wall Mount with New Vaporizer 
Shipping weight: 195.1058.00  45 lbs.

Features: 
• 	Arm extends unit 24” from wall with full 180° movement
• 	High quality metal bearings for smooth operation



Dual “E” Tank Manifold  
Item#: 195.1001.00 Dual “E” Tank Manifold
Shipping Weight: 10 lbs.

Benefits: 
Holds two “E” tanks that attach to mobile base.

Features:
• Consists of a pressure regulator, green oxygen hose and dual yokes.
• The dual yokes act to orient and support the “e” cylinder, provide 	
	 a gas-tight seal, and ensure a unidirectional flow of gas into the 	
	 machine.

Storage Organizer for Mobile Anesthesia Unit
Item#: 195.1048.00 Storage Organizer for Mobile Anesthesia Unit
Shipping Weight: 5 lbs.

Benefits: 
Store masks, tubes and other instruments on the anesthesia machine for 
easy access.

Features:
• Blue transparent hinged dust cover. 

{195.1048.00}

Complete F/AIR Kit 
Item#: 195.1020.00  Complete F/AIR Kit
	 195.1021.00  F/AIR Canister Only
Shipping Weight: 195.1020.00  1.5 lbs.  
	 195.1021.00  1.5 lbs.  		

Benefits: 
Effectively removes waste gases with activated charcoal 
granules and can be used on any anesthesia machine.

Features:
• F/AIR canister.
• Canister bracket.
• 22mm x 19mm adapter.
• 4 feet of 19mm blue tubing.
• Screws and wrench for attachment.

{195.1001.00}
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